Managed SD-WAN SSHIZRB 37> K1 77 L > 2 L1

2021.7.20

1[enable/disable BT FA0Bi/R -
2 config/configure. TR SY74FaL—avE- FAOBh -
CEABEIRETT, )
3] reload TR EHOTRE -
CEABBIRETT, )
afmdic <7 A L7 FU> RIS FALT ORI -
CEABBIRETT, )
5] copy run start/ RIS BEORE -
write memory CEABBIRETT, )
6] terminal length 0 a7 —More-FR 0 (—EIHRAETENE) -
7] terminal monitor/ ArER SSHIERIC 5173 A 7 DEML/ R -
terminal no monitor
8 show logging o 7tEH a7iERoH) -
o[ ping <ssET KL 2>/ Erre) T K LA & CPEMO R £ BT 5 nws-castéping vif 10 6294.210.44
ping vif <VRF# 5> <5%7 KL 2> Type escape sequence to abort,
Sending 5, 100-byte ICMP Echos to 52.94.210.44, timeout is 2 seconds:
“m
Success rate is 100 percent (5/5), round-trip min/avg/max = 136/139/140 ms
10| raceroute <5257 KL 2>/ [T CPEN 5k & TORBIARERLT 5 nws-eastétracoroute vif 10 8.8.88
traceroute vrf <VRF &> <SIT FL 2> Type escape sequence to abort,
Tracing the route to 8.8.88
VRF info: (urf in name/id, vf out name/ic)
- snip -
118.8.88 4 msec 8 msec 8 msec
11 show version V7= TR EOversiont, UPTIMER S €5 nws-eastshow version
Cisco 10S XE Software, Version 17.03.02
Cisco 105 Software [Amsterdam], ISR Software (ARMVSEL_LINUX 10SD-UNIVERSALK9-M), Version 17.3.2, RELEASE SOFTWARE (ic3)
Technical Support: hito:/ /www.cisco.com/techsupport
Copyright (c) 1986-2020 by Cisco Systems, Inc.
Compiled Sat 31-0ct-20 11:31 by mepre
Cisco 10S-XE software, Copyright (c) 2005-2020 by cisco Systems, Inc.
All rights reserved. Certain components of Cisco I0S-XE software are
licensed under the GNU General Public License (‘GPL") Version 2.0. The
software code licensed under GPL Version 2.01is free software that comes
with ABSOLUTELY NO WARRANTY. You can redistribute and/or modify such
GPL cade under the terms of GPL Version 2.0. For more details, see the
documentation or “License Notice" file accompanying the 10S-XE software,
or the applicable URL provided on the flyer accompanying the 10S-XE
software.
ROM: 16.12(20)
nws-east uptime is 1 week, 19 hours, 38 minutes
Uptime for this control processor is 1 week, 19 hours, 39 minutes.
- snip -
12|show sdwan contral connections BRI VSmart/Managet D327 > 2 REENE €S nws-eastfshow sdwan control connections,
PEER PEER CONTROLLER
PEER PEER PEER SITE  DOMAIN PEER PRIV PEER PUB GROUP
TYPE PROTSYSTEMIP 1D 1D PRIVATEIP PORT PUBLIC P PORT LOCALCOLOR ~ PROXY STATE UPTIME 1D
vsmart dtis 20120031 1000000000 1 12486 12446 private]  No up 1012153 0
vsmart dtis 20120032 1000000000 1 12486 12446 private]  No up 1012151 0
vmanage dils 169.254.102 10000000000 13046 13046 privatel  No up  101:21:49 0
13 show sdwan control summary. ERILE ] VSmart/vManage £ 037 > 3 EOY T U R AT €5 nws-cast#show sdwan control summary
control summary 0
vbond_counts 0
vmanage counts 1
vsmart_counts 2
14 show sdwan omp peer P T OMPOETIEHE LN S 2 S nws-east#show sdwan omp peer
R > routes received
11> routes installed
§ > routes sent
DOMAIN OVERLAY SITE
PEER TYPE D STATE UPTIME  R/I/S
20120031 vsmart1 1  1000000000up  1:03:30:24  86/23/2
20120032 vsmart1 1  1000000000up  1:03:30:23  86/0/2
15 show ip route wrf xxx T BEOL—7 4 IMREENECD nws-cast-mobaileshow ip route wrf 10
Routing Table: 10
Codes: L - local, C - connected, § - static, R - RIP, M - mobile, B - BGP
D - EIGRP, EX - EIGRP external, O - OSPF, IA - OSPF inter area
N1 - OSPF NSSA external type 1, N2 - OSPF NSSA external type 2
E1 - OSPF external type 1, E2 - OSPF external type 2, m - OMP
- NAT, Ni - NAT inside, No - NAT outside, Nd - NAT DIA
i 15-15, su - 1S-1S summary, L1 - IS-IS level-1, L2 - IS-IS level-2
ia - IS-15 inter area, * - candidate default, U - per-user static route
H - NHRP, G - NHRP registered, g - NHRP registration summary
- ODR, P - periodic downloaded static route, | - LISP
a - application route:
+ - replicated route, % - next hop override, p - overrides from PIR
&- replicated local route overrides by connected
Gateway of last resort is 201.100.3.1 to network 0.0.0.0
m*0.0.0.0/0 [251/0] via 201.100.3.1, 00:06:56, Sdwan-system-intf
10.0.0.0/8 is variably subnetted, 2 subnets, 2 masks
m 10.0.0.0/8 [251/0] via 201.100.3.1, 00:06:56, Sdwan-system
16 show sdwan omp routes =54 TR OMPOIL—7 4 > FIERELNE €5 nws-castéshow sdwan omp routes.
Code:
C > chosen
| > installed
Red -> redistributed
Rej > rejected
L - looped
R > resolved
S > stale
Ext -> extranet
oy <> invalid
Stg > staged
1A -> On-demand inactive
U > TLOC unresolved
PATH ATTRIBUTE
VPN PREFIX FROMPEER  ID LABEL STATUS TYPE TLOCIP  COLOR ENCAP PREFERENCE
10 0000/0 20120031 2065 1005 CIR installed 20110031 privatel  gre 1500
20120031 2066 1005 InvU installed 2011003.1 private2  gre 1500
- snip -
17| show ip interface brief/ v 5—7 AR BEO (> 52— - AOpUERELNEES nws-castéshow ip interface brief
show ip interface/ Interface IP-Address  OK? Method Status Protocol
show interfaces GigabitEthemet0/0/0 unassigned  YES other up up
unassigned  YES other down down
unassigned  YES unset up wp
unassigned  YES unset down down
unassigned  YES unset down down
unassigned  YES unset down down
unassigned  YES unset down down
unassigned  YES unset down down
GigabitEthemet0/1/6 unassigned  YES unset down down
GigabitEthemet0/1/7 unassigned  YES unset down down
Snip -
18] show 1pv6 interface briel/ A 57—t BEOA 57— hEws ipv6 interface brief
show ipu6 interface GigabitEthermet0/0/0 [up/up]
FEB0:822D:BFFF-FESAF400
2408:210:8DCA:CF00:822D:BFFF-FESA:F400
GigabitEthernet0/0/1 [down/down]
unassigned
GigabitEthernet0/1/0  [up/up]
unassigned
igabi /1
unassigned
GigabitEthemet0/1/2  [down/down]
unassigned
GigabitEthernet0/1/3 [down/down]
unassi
GigabitEthemet0/1/4  [down/down]
unassigned
— smip —
19 show sdwan omp routes R ] OMPOIL =7 1 /RN E €5 nws-eastéshow sdwan omp routes,
Code:
¢ > chosen
1> installed
Red - redistributed
Rej -> rejected
L > looped
R > resolved
s > stale
Ext > extranet
Inv > invalid
Stg > staged
1A > On-demand inactive
U > TLOC unresolved
PATH ATTRIBUTE
VPN PREFIX FROMPEER 1D LABEL STATUS TYPE TLOCIP  COLOR ENCAP PREFERENCE
10 0000/0 20120031 2065 1005 CIR installed 20110031 privatel  gre 1500
20120031 2066 1005 InvU installed 20110031 private2  gre 1500
20120031 2069 1006 R installed 201.100.32 privatel  gre 1000
- snip -
20| show ip dhcp binding DHCPZA L\t L 855 5ODHCPIS & 5IPY FLADIVH LINEERTL$F, | nws-east-mobaile#show ip dhep binding
Bindings from all pools not associated with VRF:
1P address  Client-ID/ Lease expiration Type  State  Interface
Hardware address/
User name
Bindings from VRF pool 10:
1P address  Client-ID/ Lease expiration Type  State  Interface
Hardware address/
User name
192168121 cc30.8010.31fc  May 28 2021 04:36 PM  Automatic Active  Vianl0
21 show In dhce confict DHCPa»7 U 7 Hit DHCPa» 7Y 7 HEERRL 3T, #show ip dhcp conflict
IPaddress  Detection method Detection tine VR
192168121 Ping Mar 19 2024 0109 PM 10
22| clear ip dhcp conflict DHCP> 7 U 7 F & Bl DHCPa» 7Y 7 HBERIRL 3T, -
HREAOITY FTIY7 Y7 HERAHR LS LERRT S
23] show sdwan default-router DHCPZA Lt Lt WED 0T 7 40 b S~ b = DULELWRERAEES | nws-cast-mobaile#show sdwan run | include default-router
default-router 192.168.12.254
24 show sdwan dns server DHCP2 L\t Ll 815> DDNS-server DL\ LIRSE B & 5 ws-east-moballe#show sdwan run | include dns-server
dns-server 88.8.8
25 show sdwan bid sessions BFDHH BEBEALObI sessiontEHEHNE 5 nws-eastéshow sdwan bid sessions
SOURCE TLOC  REMOTE TLOC DST PUBLIC DSTPUBLIC  DETECT TX
SYSTEMIP  SITEID STATE  COLOR COLOR SOURCE IP » PORT  ENCAP MULTIPLIER INTERVAL(msec) UPTIME  TRANSITIONS,
1003565 705 up  privatel privatel ge 7 1000 8
708 up  privatel  privatel ge 7 1000 8




